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Environmental 
Product 
Declaration 
In accordance with ISO 14025:2006 and EN 15804:2012+A2:2019/AC:2021 for: 

Okoume Plywood Panels 
From JOUBERT GROUP 

 
Programme: The International EPD® System, www.environdec.com 

Programme operator: EPD International AB 

Type of EPD EPD of multiple products from a company 

EPD registration number: EPD-IES-0025651:001 

Version date: 2025-10-23 

Valid until: 2030-10-23 

 
 
An EPD should provide current information and may be updated if conditions change. The stated 
validity is therefore subject to the continued registration and publication at www.environdec.com  

http://www.environdec.com/
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General information 
Programme information  

Programme: The International EPD® System 

Address: 

EPD International AB  
Box 210 60  
SE-100 31 Stockholm 
Sweden 

Website: www.environdec.com 
E-mail: info@environdec.com 

 

Accountabilities for PCR, LCA and independent, third-party verification 

CEN standard EN 15804 serves as the Core Product Category Rules (PCR)  

Product Category Rules (PCR): PCR 2019-14 Construction Products v2.0.1 

PCR review was conducted by: PCR review panel chair is Rob Rouwette (start2see). The review 
panel may be contacted via support@environdec.com.  

c-PCR, if applicable: Wood and wood-based products for use in construction (EN 16485) (1.0.0) 
2019:14-c-PCR-006 

Life Cycle Assessment (LCA) 

LCA accountability: Jocelyn Le Jeune (Milieu Consultant) 

Third-party verification 

Independent third-party verification of the declaration and data, according to ISO 14025:2006, via: 
 
☒ EPD verification by individual verifier 
      
Third-party verifier: Etienne Lees-Perasso (Tide) 
 
Approved by: The International EPD® System 

Procedure for follow-up of data during EPD validity involves third party verifier:  
 
☒ Yes ☐ No 
 

 

 
The EPD owner has the sole ownership, liability, and responsibility for the EPD.  
 
EPDs within the same product category but registered in different EPD programmes, or not compliant 
with EN 15804, may not be comparable. For two EPDs to be comparable, they must be based on the 
same PCR (including the same version number) or be based on fully-aligned PCRs or versions of 
PCRs; cover products with identical functions, technical performances and use (e.g. identical 
declared/functional units); have equivalent system boundaries and descriptions of data; apply 
equivalent data quality requirements, methods of data collection, and allocation methods; apply 
identical cut-off rules and impact assessment methods (including the same version of  characterisation 
factors); have equivalent content declarations; and be valid at the time of comparison. For further 
information about comparability, see EN 15804 and ISO 14025.  

http://www.environdec.com/
mailto:support@environdec.com
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Company information 
Owner of the EPD: JOUBERT GROUP  
 
Address: 
Les Eliots – 106 rue des Epinées 
Auge-St-Médard 
16170 Val-d’Auge 
FRANCE 
 
Contact: 
Laurent MARTY 
Michaël GEOFFROY  
joubert@joubert-group.com 
+33 5 45 21 62 23 
 
Address and contact information of the LCA practitioner commissioned by the EPD owner, if 
applicable: contact@milieu.eco  
 
Description of the organisation: 
JOUBERT PLYWOOD specialises in the production of Okoume plywood and Poplar plywood, FSC 
and PEFC certified. 
Our products can be used for many different types of applications from the construction trade and 
interior fitting works, to the most demanding outdoor joinery works (doors, garage doors, cladding) and 
projects requiring specific requirements such as fire-retardant plywood (for examples for public 
buildings such as airports, universities, theatres), acoustic panels or Lloyd’s Register British Standard 

1088 Marine ply panels for the most extreme applications for humidity and moisture resistance.  
Please check our website www.joubert-group.com for further information. 
 
Product-related or management system-related certifications:  

• Conformity European Union Construction Product Regulation : CE marking according EN 
13986:2004+A1:2015 with AVCP 1, 2+ & 4 (depending on the product) 

• Conformity European Union Deforestation Regulation (EUDR) 
• Conformity REACH n°1907/2006 
• Conformity with PEFC COC certification 
• Conformity with SKH / KOMO certification 
• Conformity with NF Exterior CTBX certification 

 
Name and location of production site(s): [...] 
JOUBERT – Les Eliots 
JOUBERT – Saint-Jean-d’Angély 
 

Product information 
Product name: Okoume plywood panels for interior and exterior use (with and without finishing) 
 
Product identification: Commercial references covered: 

- Raw plywood panels (ex. Okouplex, Okouplak, Joubert Garant, Okoumé Selection, Okoumé 
Rainuré, Marine Ply, Super Marine Ply) 

- Painted plywood panels (ex. Joubert Primed) 
- Filmed plywood panels (ex. Joubert Paint, Joubert Paint Garant, Ecopaint, Publigraph) 

mailto:contact@milieu.eco
http://www.joubert-group.com/
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Product description: The products covered by the EPD are raw and painted 100% okoume plywood 
panels bound by PF resin and manufactured in France. Products are intended for interior and exterior 
use (including cladding, bracing, roof support, flooring, wall cladding) with an expected lifetime of 50 
years. 
 
For more information, refer to JOUBERT website: https://www.joubert-group.com/en/types-of-plywood/ 
 
UN CPC code: 3141 
 
Name and location of production site(s): 
JOUBERT – Les Eliots 
JOUBERT – Saint-Jean-d’Angély 
.

Content information 
The mass (weight) of one unit of a product, as purchased or per declared unit : 520 kg  
Information on the environmental and hazardous/toxic properties of a substances contained in the 
product: The product contains no substance from the candidate list (Annex XIV of the REACH 
Regulation) of Substances of Very High Concern (SVHCs) which exceeds the limits for registration 
with the European Chemicals Agency (i.e., if the substance constitutes more than 0.1% of the weight 
of the product or any component of the product, if applicable). 
 

Product components 
Representative 
product 
Mass, kg 

Included product  
Mass, kg range 

Post-consumer 
material, mass-
% of material 

Biogenic material,  
kg C/declared unit 

Wood (okoume)  4.45E+02 [4.39E+02;4.61E+02] 0% 2.09E+02 

Phenol formaldehyde resin mix 7.46E+01 [5.10E+01;7.46E+01] 0% 0.00E+00 

Paint 0.00E+00 [0.00E+00;1.11E+01] 0% 0.00E+00 

Melamine f ilm 0.00E+00 [0.00E+00;8.34E+00] 0% 0.00E+00 

TOTAL 5.20E+02 [5.20E+02; 5.20E+02] 0% 2.09E+02 

Packaging materials 
Representative 
product 
Mass, kg 

Included product  
Mass, kg range 

Mass -% 
(versus the 
product) 

Mass biogenic 
carbon, kg C/ 
declared unit 

Wood 2.12E+01 [2.12E+01; 2.12E+01] 4.1% 8.73E+00 

Plastic 1.00E-01 [1.00E-01; 1.00E-01] 0.0002% 0.00E+00 

TOTAL 2.13E+01 [2.13E+01; 2.13E+01] 4.1% 8.73E+00 

 

  

https://www.joubert-group.com/en/types-of-plywood/
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LCA information 
Declared unit: “1m3 of okoume plywood panels for indoor or outdoor use (service class 1, 2, or 3 
according to EN 636-2).” 
 
"Conversion factor to mass if mass is not used as functional/declared unit" : 1 kg = 1.92E-03 
 
Reference service life: 50 years 
 
Time representativeness: The primary data was collected by the declarant on its facilities, located in 
France, for the year 2023. 
 
Geographical scope: Products are manufactured in Joubert French factories. Modules A4-A5, C1-C4, 
and D have been modelled to represent product transport, installation, and end of -life in Europe. 
 
Database(s) and LCA software used:  
The secondary data used are from the ecoinvent database version 3.10 (cut-off) and have been 
selected to be representative of the geographical area of production or processing of the materials or 
processes. Software used is SimaPro version 9.6. 
 
Description of system boundaries:  
Cradle to grave and module D (A + B + C + D) 
 
System diagram:  
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A1 – Raw Material Manufacturing 
Extraction of raw materials and subsequent processing up to the production and packaging of 
materials and components supplied by the manufacturer. Processes are included until the material 
leaves the supplier’s factory gate. 
 
A2 – Transport of raw materials 
Transport of raw materials from the supplier's production site to the manufacturer's factory gate. 
 
A3 – Fabrication 
All incoming and outgoing flows contributing to the manufacture of products:  

• Production losses including treatment 
• Energy consumption 
• Water Consumption 
• Treatment of production waste 
• Product packaging 

 

Parameter Unit Value or description 

Data type for the generation of  electricity used in fabrication step A3 - French medium voltage 
residual mix + solar PV 

Carbon intensity of  electricity used in fabrication step A3 kg CO2 eq./kWh 
(GWP-GHG) 

0.176 
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A4 – Product delivery 
Transport of products from the factory gate to the processing site. 
 

Parameter Unit Value or description 

Scenario description - Products are transported by trucked to a reseller, then 
transported 30 km by van to the installation site. 

Vehicle type - Truck EURO VI standard, GVW > 32 t 
Van EURO VI standard, GVW 7.5-16 t 

Distance to the reseller km 1050 

Vehicle capacity utilisation including empty 
returns) % 91.5 

Volumic mass of  transported product kg/m3 520 

Coef f icient of  volume capacity use (=1 or <1 
or ≥1 compressed or nested products)  

- <1 

 
A5 – Installation of product 
All incoming and outgoing flows contributing to the installation of products:  

• Treatment of product packaging waste 
 
Installation losses, complementary products (screws, etc.), and energy consumption (screw drive) are 
not included in absence of specific installation scenario. 
 
B1-B7 – Product use 
Not applicable 
 
C1-C4 – Product end-of life 
 

Parameter Unit Value or description 

Scenario - 
The product is deconstructed, sent by truck 
to a sorting center where the components 

are sent to end-of-life treatment. 

Transport distance at end-of-life km 50 

Collected separately kg/DU 5.20E+02 

Collected with mixed construction waste kg/DU 0,00E+00 

Wood panel waste 
(scenario : 100% Incinerated with energy recovery) 

kg/DU 5.20E+02 

….Incinerated in biomass plant with energy recovery: 100% kg/DU 5,20E+02 

        Material energy content MJ/DU     8,45E+03 

        Material energy recovered into electricity MJ/DU     9,97E+02 

        Material energy recovered into heat MJ/DU     5,69E+03 
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D – Benefits and loads beyond the product system 
 
Recovered material 

beyond product 
system 

Loads beyond 
product system Saving Unit Input Output 

Net 
output 
flow 

Electricity recovered f rom 
wood incineration 

None (included in C3) Electricity production MJ/DU - 9,97E+02 9,97E+02 

Heat recovered f rom wood 
incineration None (included in C3) Heat production f rom gas MJ/DU - 5,69E+03 5,69E+03 

 
System boundaries and cut-off 
The system boundaries respect the limits imposed by the PCRs. The cut-off criteria used in the event 
of insufficient or missing input data for an elementary process defined by EN 15804+A2 makes it 
possible to exclude: 

• Up to 1% of renewable and non-renewable primary energy consumption and 1% of input mass 
per elementary process 

• Up to 5% of the cumulative primary energy consumption and the incoming mass for each 
stage of the life cycle (example: A1-A3). 

 
The infrastructures from ecoinvent secondary data are included. 
 
Allocation 
The rules for the allocation of by-products set out in the EN 15804+A2 standard have been complied 
with: 

• Avoid allocation where possible 
• Allocation based on physical property (e.g. mass) when the difference in revenue generated 

by co-products is small 
• In all other cases, the allocation must be based on economic value.  

 
The ecoinvent secondary data used are based largely, but not exclusively, on economic allocation.  No 
other allocation have been made. 
 
Data geographic and temporal representativness 
The primary data was collected on fabrication sites, for the year 2023.  
 
The secondary data used are from the ecoinvent database version 3.10 (cut-off) of 2023 and have 
been selected to be representative of the geographical area of production or processing of the 
materials or processes. 
 
Life cycle analysis software is SimaPro, version 9.6. 
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Modules declared, geographical scope, share of specific data (in GWP-GHG results) and data 
variation (in GWP-GHG results):  
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Module A1 A2 A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4  D 

Modules 
declared X X X X X X X X X X X X X X X X  X 

Geography Global Global FR Europe Europe Europe Europe Europe Europe Europe Europe Europe Europe Europe Europe Europe  Europe 

Specif ic data 
used 60% 60% 0% - - - - - - - - - - -  - 

Variation – 
products 13% 0% 0% - - - - - - - - - - - - - 

Variation – 
sites <10% 0% 0% - - - - - - - - - - - - - 
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Results of the environmental performance indicators 
 

Mandatory impact category indicators according to EN 15804 
Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

GWP-fossil kg CO2 eq. 3,72E+02 4,97E+01 5,86E-01 0 0 0 0 0 0 0 0,00E+00 1,87E+00 9,76E+01 0,00E+00 -5,29E+02 

GWP-biogenic kg CO2 eq. -7,98E+02 9,15E-03 3,20E+01 0 0 0 0 0 0 0 0,00E+00 3,44E-04 7,66E+02 0,00E+00 -1,05E+01 

GWP-luluc kg CO2 eq. 3,35E-01 1,61E-02 1,13E-04 0 0 0 0 0 0 0 0,00E+00 6,00E-04 2,47E-02 0,00E+00 -3,38E-01 

GWP-total kg CO2 eq. -4,25E+02 4,97E+01 3,26E+01 0 0 0 0 0 0 0 0,00E+00 1,87E+00 8,63E+02 0,00E+00 -5,40E+02 

ODP 
kg CFC 11 

eq. 
4,46E-05 1,05E-06 7,95E-09 0 0 0 0 0 0 0 0,00E+00 3,76E-08 2,77E-06 0,00E+00 -2,28E-05 

AP mol H+ eq. 4,00E+00 1,20E-01 3,70E-03 0 0 0 0 0 0 0 0,00E+00 7,17E-03 9,16E-01 0,00E+00 -7,60E-01 

EP-f reshwater kg P eq. 1,97E-02 3,73E-04 5,95E-06 0 0 0 0 0 0 0 0,00E+00 1,42E-05 1,38E-03 0,00E+00 -9,60E-03 

EP-marine kg N eq. 1,45E+00 3,27E-02 1,71E-03 0 0 0 0 0 0 0 0,00E+00 2,67E-03 2,89E-01 0,00E+00 -1,74E-01 

EP-terrestrial mol N eq. 1,59E+01 3,61E-01 1,82E-02 0 0 0 0 0 0 0 0,00E+00 2,93E-02 4,29E+00 0,00E+00 -1,87E+00 

POCP 
kg NMVOC 

eq. 5,11E+00 2,15E-01 4,97E-03 0 0 0 0 0 0 0 0,00E+00 1,10E-02 8,22E-01 0,00E+00 -1,03E+00 

ADP-
minerals&metals(2) 

kg Sb eq. 1,96E-03 1,05E-04 1,25E-06 0 0 0 0 0 0 0 0,00E+00 6,17E-06 1,36E-04 0,00E+00 -3,50E-04 

ADP-fossil(2) MJ 6,45E+03 7,52E+02 5,14E+00 0 0 0 0 0 0 0 0,00E+00 2,63E+01 3,87E+02 0,00E+00 -9,10E+03 

WDP(2) m3 5,35E+01 3,44E+00 5,92E-02 0 0 0 0 0 0 0 0,00E+00 1,03E-01 3,55E+00 0,00E+00 -3,06E+01 

Acronyms 

GWP-fossil = Global Warming Potential fossil fuels; GWP-biogenic = Global Warming Potential biogenic; GWP-luluc = Global Warming 
Potential land use and land use change; ODP = Depletion potential of  the stratospheric ozone layer; AP = Acidif ication potential, 
Accumulated Exceedance; EP-f reshwater = Eutrophication potential, f raction of  nutrients reaching f reshwater end compartment; EP-
marine = Eutrophication potential, f raction of  nutrients reaching marine end compartment; EP-terrestrial = Eutrophication potential, 
Accumulated Exceedance; POCP = Formation potential of  tropospheric ozone; ADP-minerals&metals = Abiotic depletion potential for 
non-fossil resources; ADP-fossil = Abiotic depletion for fossil resources potential; WDP = Water (user) deprivation potential, deprivation-
weighted water consumption 

 
(2) Disclaimer: The results of this environmental impact indicator shall be used with care as the uncertainties of these results are 
high or as there is limited experience with the indicator. 
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Additional mandatory and voluntary impact category indicators 
Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

GWP-GHG1 kg CO2 eq. -3,95E+02 4,97E+01 5,87E-01 0 0 0 0 0 0 0 0,00E+00 1,87E+00 9,86E+01 0,00E+00 -5,30E+02 

PM 
Disease 

incidence 3,57E-05 5,76E-06 5,05E-08 0 0 0 0 0 0 0 0,00E+00 1,35E-07 1,31E-05 0,00E+00 -3,90E-06 

IR(3) kBq U235 eq 2,20E+01 3,56E-01 2,93E-03 0 0 0 0 0 0 0 0,00E+00 1,34E-02 1,31E+00 0,00E+00 -2,01E+01 

ETP-fw(2) CTUe 5,52E+03 1,58E+02 4,50E+00 0 0 0 0 0 0 0 0,00E+00 6,93E+00 2,86E+02 0,00E+00 -5,07E+02 

HTP-c(2) CTUh 5,38E-06 2,41E-07 6,81E-09 0 0 0 0 0 0 0 0,00E+00 1,18E-08 4,11E-07 0,00E+00 -8,23E-07 

HTP-nc(2) CTUh 2,13E-05 5,41E-07 3,58E-08 0 0 0 0 0 0 0 0,00E+00 1,56E-08 1,14E-05 0,00E+00 -5,45E-07 

SQP(2) - 7,14E+05 8,66E+02 2,33E+00 0 0 0 0 0 0 0 0,00E+00 1,41E+01 2,22E+02 0,00E+00 -5,29E+03 

Acronyms 
PM = Potential incidence of  disease due to PM emissions; IR = Potential Human exposure ef f iciency relative to U235; ETP -fw = Potential 
comparative Toxic Unit for ecosystems; HTP-c = Potential comparative Toxic Unit for humans (cancerogenic); HTP-nc = Potential 
comparative Toxic Unit for humans (not cancerogenic); SQP = Potential soil quality index 

 
(2) Disclaimer: The results of this environmental impact indicator shall be used with care as the uncertainties of these results are 
high or as there is limited experience with the indicator. 
(3) Disclaimer: This impact category mainly concerns the possible impact on human health of low-dose ionising radiation from the 
nuclear fuel cycle. It does not take into account the consequences of possible nuclear accidents, occupational exposure or the 
disposal of radioactive waste in underground facilities. Potential ionizing radiation from soil, radon and some building materials 
are also not measured by this indicator. 

 

Resource use indicators 
Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

PERE MJ -2,26E+03 1,24E+01 1,29E-01 0 0 0 0 0 0 0 0,00E+00 4,91E-01 6,28E+03 0,00E+00 -1,61E+03 

PERM MJ 1,07E+04 0,00E+00 0,00E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 -6,24E+03 0,00E+00 -1,62E+03 

PERT MJ 8,42E+03 1,24E+01 1,29E-01 0 0 0 0 0 0 0 0,00E+00 4,91E-01 4,15E+01 0,00E+00 -3,22E+03 

PENRE MJ 5,69E+03 7,52E+02 6,80E+00 0 0 0 0 0 0 0 0,00E+00 2,63E+01 1,08E+03 0,00E+00 -9,10E+03 

PENRM MJ 7,59E+02 0,00E+00 -3,28E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 -6,96E+02 0,00E+00 0,00E+00 

PENRT MJ 6,45E+03 7,52E+02 3,51E+00 0 0 0 0 0 0 0 0,00E+00 2,63E+01 3,87E+02 0,00E+00 -9,10E+03 

SM kg 1,49E+00 0,00E+00 0,00E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 0,00E+00 0,00E+00 -6,86E+01 

RSF MJ 1,22E-02 0,00E+00 0,00E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 0,00E+00 0,00E+00 0,00E+00 

NRSF MJ 0,00E+00 0,00E+00 0,00E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 0,00E+00 0,00E+00 0,00E+00 

FW m3 2,22E+00 1,11E-01 4,69E-03 0 0 0 0 0 0 0 0,00E+00 3,65E-03 1,74E-01 0,00E+00 -2,00E+00 

Acronyms 

PERE = Use of  renewable primary energy excluding renewable primary energy resources used as raw materials; PERM = Use of  
renewable primary energy resources used as raw materials; PERT = Total use of  renewable primary energy resources; PENRE = Use  of  
non-renewable primary energy excluding non-renewable primary energy resources used as raw materials; PENRM = Use of  non-
renewable primary energy resources used as raw materials; PENRT = Total use of  non-renewable primary energy re-sources; SM = Use 
of  secondary material; RSF = Use of  renewable secondary fuels; NRSF = Use of  non-renewable secondary fuels; FW = Use of  net f resh 
water 

 
1 This indicator accounts for all greenhouse gases except biogenic carbon dioxide uptake and emissions and biogenic carbon 
stored in the product. As such, the indicator is identical to GWP-total except that the CF for biogenic CO2 is set to zero. 
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Waste indicators 

Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

Hazardous waste 
disposed 

kg 7,29E+00 2,32E-02 2,47E-01 0 0 0 0 0 0 0 0,00E+00 7,53E-04 1,34E+00 0,00E+00 -1,99E-01 

Non-hazardous 
waste disposed 

kg 3,92E+02 8,09E+01 3,57E-01 0 0 0 0 0 0 0 0,00E+00 1,36E+00 2,60E+01 0,00E+00 -4,16E+01 

Radioactive waste 
disposed 

kg 2,86E-02 2,46E-04 2,05E-06 0 0 0 0 0 0 0 0,00E+00 9,61E-06 1,07E-03 0,00E+00 -1,67E-02 

 
Output flow indicators 

Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

Components for 
re-use kg 0,00E+00 0,00E+00 0,00E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 0,00E+00 0,00E+00 0,00E+00 

Material for 
recycling kg 9,65E-01 0,00E+00 3,80E-02 0 0 0 0 0 0 0 0,00E+00 0,00E+00 0,00E+00 0,00E+00 -2,66E+02 

Materials for 
energy recovery kg 1,40E+02 0,00E+00 0,00E+00 0 0 0 0 0 0 0 0,00E+00 0,00E+00 0,00E+00 0,00E+00 0,00E+00 

Exported energy, 
electricity MJ 7,17E+00 0,00E+00 3,70E+01 0 0 0 0 0 0 0 0,00E+00 0,00E+00 9,60E+02 0,00E+00 0,00E+00 

Exported energy, 
thermal 

MJ 1,02E+00 0,00E+00 7,45E+01 0 0 0 0 0 0 0 0,00E+00 0,00E+00 5,48E+03 0,00E+00 0,00E+00 

 
Impact indicator results for which the variation is above 10% due to impact of paint and film :  

- GWP-total 
- GWP-biogenic 
- GWP-luluc 
- EP-freshwater 
- ADPe 
- ADPf 
- WDP 
- IR 
- ETP-fw  
- HTP-c 
- PERE 
- PENRE 
- PENRM 
- PENRT  
- FW 
- RWD 
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Additional environmental information 
None. 
 

Additional social and economic information 
None. 
 

Differences versus previous versions 
Not applicable, this is the first version. 
.
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